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PART 6

Power steering

What’s in it now??
POWER STEERING (PAS)

The correct lubricant for your power steering is the same ATF as is used in the Auto transmission This is a ATF with Dexron 3 compliance. It should be noted that the PAS’s fluid operates at around 75bar and up to 100bar so It gets quite hot, operating around the 80-90>C range at times due to the high operating pressures and of course its location on the vehicle

The power steering ATF should be changed when you change the transmission’s ATF even though no parameters were set for this by Porsche. It is probably best to use a suction pump to withdraw the fluid from the reservoir ( this holds about 300ml ) topping up each time - then running the car for a day or two. Do this 5 or 6  times and you will have most of the old ATF removed. Do not overfill!

NOTE 9 - SYNTHETICS? 

 If you have recently overhauled your steering rack and use Castrol’s Transmax Z synthetic ATF in your Auto you can also use it confidently for the PAS system 

You can at the least double the PAS’s fluid change interval if using Transmax Z 

WHAT’S IN IT NOW??
If you don’t know what lubricants are in your car now this may help ensure a smooth transition;

Engine
It is wise to drain the oil and change the oil filter as soon as possible. You should use a robust and modern HDEO such as Castrol RX Super 15W-40 or Delvac 1300 15w-40 CJ-4>/SM> and a new MANN oil filter. This oil will gently clean the engine if left in for about 3-5000kms and the car regularly gets up to full operating temperature. Ideally it should stay hot for a fair time - at least for an hour or so a few times during this period. Check for leaks and monitor oil pressure and consumption during this time as well

After 3-5000kms if all is well, change to an Approved oil of your choice (or continue using what you have been) using a new MANN filter   

Auto Trans
If no previous records exist, ensure that you change to fresh Dexron 3 rated ATF as soon as possible

If after 3-5000kms all is well with no leaks plan for a change of filter, drain the torque converter and ATF again as a minimum. You could consider using Castrol’s synthetic ATF “Transmax Z” at this point if you believe it is cost effective

Transaxle (and the differential on Autos)
If no leaks are present a simple oil change using a GL5 rated 75w-90 oil is all that is needed. 

After covering 3-5000kms consider changing to a synthetic GL5 rated 75w-90 oil if you feel it is cost effective

