
dod Air Conditioner

76 Ecza

Manufactured by

P
O
R
S
C
H
E

9
2
4

dpd mfg.co..inc .

1. Existing large center louvers and side

louver system employed for efficient

cold air distribution .

2. Quick cool -down for customer satisfac

tion .

3. Fresh air system retained through all

louvers for various climatic conditions.

4. Parcel tray retained .

5. Control knobs mounted in console for

easy access.

6. Rotary type compressor for smooth op

erations and low torque peaks.

7. Easy to install for greater profit.

8. Highest quality components and work

manship for smooth performance and

reliability

4926 Space Center Drive

San Antonio , Texas 78286

512 /661-4201

Part No. Suitability Price Installed

ZPW 805 924

ZPW 805 925

Smog Pump

No Smog Pump

TIE

o
n

AD - 58
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EVAPORATORCOIL
SUCTIONHOSE

LIQUIDHOSE

EXPANSIONVALVE

COMPRESSOR

C
RECEIVERFILTER
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CONDENSERCOIL

DISCHARGEHOSE

LIQUIDHOSE
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1.ENGINECOMPARTMENT.

dpd

1.1Recordallrequiredinformationon

warrantycard.ReturntoDPDforregis•

tration

1.2Positionvehicleonlift,

AIRCONDITIONER
1.3withheadlightswitch"ON",disconnect

negativesideofbattery.

FRONTOF

VEHICLEINSTALLATION

3/4

ACIDINSTRUCTIONS

1.4Locateandsecurerelaytoleft

frontframe(nearL.H.fender),using

two8Fx1/2"S.M.screwsasillustrated.

CAUTION:Locaterelaysothatitdoes

notinterferewithheadlightmechanism.

WOTE:SECURE(G)GROUNDWIREALONGWITH

RELAY,ANDROUTEWIRESMARKED(1)THROUGH

EXISTINGHOLE.
EXISTING

MOLE

8F1/2SMS

(2-REQ.)Porsche924

(CALIFORNIA)

PARTNO.ZPW-805-925

1.5Turnheadlightswitch"OFF",andmomeno

tarilyconnectbotterytocloseheadlights.

Re-disconnectbattery.

1.6Loosenupperradiatorbolts.

1.7Raisevehicle;removecentergrilland

splashpanel.Notainallhardware.

EFFECTIVESERIALNO. 925-01001AND UP

CONTENTS

EngineCompartment 2

1.8
Removeanddiscardtheoriginalbolt

atpointshown.2.Evaporator 7

3. Electrical II

1.1.26.20..Wu,WO

5/16LOCKWACOVER

5/16FLATTIME

13 h
t4.RefrigerationLinos.

5.EvacuateandCharge

6.InspectandTest

15

1.9Securethecompressormounting

brackettomountingbossonengineusing

three10x1.5x3Ommhexhd.capscrewsand

three3/8"lockwashers,one8x1.25*20mm

hexhd.capscrew,5/16lockwasherand

5/16flatwasherasillustrated. NOTE:

ITMAYBEHELPFULTOSECURETHE8mmBOLT

FIRST.

16 1011

COUPRESION

MOUNTINO

BACKET

7
6
E
0
2
2

☺

3/8LOCKWASHER(3)

-10:19:309Hi.HC(9)

IMPORTANTNOTICE

Theinformationcontainedhereinisfortheexclusive

weofDPDcustomers.Neitherthesheetsnorthein

formationcontainedthereinaretobecopiedorrepro

duondwithoutthewrittenconsentofDPOManutacturing

Company,Inc.AllrightswhichDPDhosorobtained

therein,includingpatentrights,areexpresslyrovered

byD.O.

6/5/76
OM-435

2

양
560
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6
FENOERVELL

SUPPORTPANEL

1.19Centerpunchanddrill1-1/8"'dia.

holesintheR.M.radiatormountingbracket

andfenderwellsupportpanelasillustrated

CAUTION:CHECKFORELECTRICALWIRINGBEFORE

DRILLING.

1
1

R.NRADIATOR

MOUNTINGBRACKET

1.22Installlowerrightandlefthand

condenserbracketsthroughthegrill

cavityandintotheradiatorbolts.NOTE:

SLOTINBRACKETSMUSTFITBETWEENFLAT

WASHERANDRUBBERGROMMET.

7
6
7
0
2
7Hoewsherg

©

3/8-16.5"Ha.Hd.C.S.

WOTE:INSERTSMMS7

FORPROPERBELT

ALIGNMENTATPOINTS

LSHOWN
1.10installcompressoronmounting

bracketwithfittingspointedup.Secure

compressorwithone3/8-16x5"hexhead

capscrew,andone3/8-16stopnutas

shown.

V-16

STOPNUT

VEIGNEXNUTS(2)

3/1LOCKWONE(2)

ADJUSTINARUS(2)

T001

EXISTINS

WOLE

1.11Looselysecurethecompressorad

justingarmstomountingbracketusing

one3/8-16x4"hexheadcapscrewand

3/8-16stopnut. SIDEHORN

(REF

1.20Centerpunchanddrilla1-1/8"dla.

holeintheL.M.sideradiatormounting

bracket,asshown.CAUTION:CHECKFOR

ELECTRICALWIRINGBEFOREDRILLING.
3/0-1614"WL.NO

1.12Looselysecurecompressortoadjust

ingarmsusingtwoeach3/8-16x1-1/4hex

headcapscrews,3/8flatwashers,3/8lock

washers,and3/8-16hexnutsasillus

trated.

3/6-31-1/4WR.HACS.(2)

3/FLATWASHEM(2)

IN-10

STOPNUT 1.13Loosenalternatorandremovebelt

fromdrivepulley.NOTE:ITMAYBEHEC

HESSARYTOREMOVEWATERPUMPPULLEYTO

ATTAINENOUGHSLACK1!BELT.

1.14Removeanddiscardtheoriginal

crankshaftdrivepulleyandretainhard

ware.

1.15Securenewdrivepulleyusingthe

originalhardware.Torqueto24ft.lbs.

1.21 Loosenlowertheboltssecuringradia

tor.

1.16InstallDPDbeltoncentergroove

ofdrivepulleyanddrontcompressorclutch

groove.

CONDENSOR

BRKT.'S1.17Prycompressoroutwardswithapry

barandsecureadjustingboltsoncompres

sortoattain110lbs.gaugetension.

Properbelttensionshouldbe110-120lbs.

gauge.
Secureadjustingboltsoncom

pressormount.

1.23Withmountingslotsoncondenser

Flanges"up",silpcondenserthroughgrill

cavity.Positioncoilflangeslotson

upperradlatorboltsbetweentheflatwasher

andgrommet.

1.18Re-installalternatorbeltandadjust

tensionpermanufacturer'sspecifications.

NOTE:IFWATERPUMPPULLEYWASREMOVED,

RE-INSTALL.

1.24Positionlowerholesoncondenser

flangeontostudsofthelowercondenser

brackets. Securewith10-24hexnuts.

1.25 Re-securelowerradiatorbolts.

3

5
6
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1.26sliptworubbergrommetsonliquid

hose.Connectlongfittingendofhoseto

R.H.sideofcondensercoil.Installrubber

grommetinhole.NOTE:REMOVERUBBERPLUG

ORPLASTICCAPSBEFOREMAKINGCONNECTION.

1.34Connectclutchwiretocompressor

andconnectwire4ofharnesstoterminal

14ofrelay.

-CLUTCHHARNESS

1.35RouteharnessalongL.M.shock

towerandinsertharnessthroughexisting

rubbergrommetonfirewallasshown.L.N.SHOCK

TO

10621 1.27Routeoppositeendofliquidhosethro

ughholeinfenderwellsupportpanelasille

ustrated.Installrubbergrommerinhole. CONNECTTO

TERMINAL

RUBBER

GROMMET

1.28slitthewebofarubbergrommetand

slipontonechof"O"-Ringfittingondis

chargehose.ConnecttoL.H.sideofcon

denserasshown.Installrubbergrommet

inhole.NOTE:REMOVERUBBERPLUGOR

PLASTICCAPSBEFOREMAKINGCONNECTION.

DISCHARGE

HOSE

1.29Routedischargehosealongframeto

wardscompressor.Securehosetobaseof

aircleanerbracketwithnnenylonstrap,

CAUTION:NEVERALLOWHOSESTORESTAGAIIST

ANYSHARPEDGES.

1.30Taponewiremarked(1)fromrelay

intobluewirew/brownstripefromradiator

fanthermostatwithabluesplicetapcon

nectorfurnishedinkit.Refertoelectrical

section4forwiringdiagram.NOTE:ITMAY

BEHELPFULTODISCONNECTWIRESFROMTHERMO

STATFORTHESECONNECTIONS.AFTERCONNEC

TIONSAREMADE,RE-CONNECTWIRESANDSECURE

RUBBERBOOT,BROWNWIRE

1.31Taptheotherwire(1)fromrelay

intosolidbrownwirefromradiatorfan

thermostatwithabluesplicetapconnector.

1.32Re-securesplashpanelandcenter

grill.Lowervehicle.

1.33Resecureupperradiatorbolts.

5

W

Removeandretaingloveboxand

hardware. CAUTIONAEMOVIGLOVEBOX

110A
LTOWANG.

>

fre
mpi

..
iko.960

1am

(AU
TIO

N

RUBBER

GROMMET

2.EVAPORATOR

LIQUIDHOSE

BLUEWIREWITH

BROWNSTRIPE

2.2.1

562
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N
2.EVAPORATOR.

2.1Removeandretaingloveboxand

hardware.CAUTION:REMOVEGLOVEBOX

COURTESYLIGHTANDALLOWTOHANG.

PARCELTRAY

OMAI
NOLI

TO

2.6Placetemplateito.3687onR.M.side

transmissiontunneltolocateanddrill

a5/8erdia.drainholeasshown.CAUTION:

CHECKFORBRAKEANDFUELLINESORELEC

TRICALWIRINGBEFOREDRILLING.Toprevent

ravelingofcarpetcutan"X"incarpetat

drainholelocationandinsertholesaw

through"X"'beforedrilling.

16112*611277
2.2 Removeparceltrayanddrilla3/16"

dia.holeasillustrated.
3/6

367+

DRILL-3/16"DIA.MOLE

c

CUTASSPECIFIED

a)

1,

T

1/2
2.3PullR.H.sidecarpetback.Remove

andmodifystyrofoamblockonfirewall

asshown

2.7LocatetemplateNo.3685oncenter

consoleanddrilltwo1-3/4"'dia.holes

andtwo1/8eldia.holesasspecified

pertemplate.Carefullycutoutcorners

ofR.M.holeasshownontemplate.

STYROFOAMBLOCK

N
O

.

remoromet

ON/OFF

SWITCH NOTE:

THERMOSTAT

SWITCH

2.10Positionon/offswitchinhole.

CENTERTERMINAL(11)MUSTBEDOWN.

2,8Routeclutchwire(extendingthrough

firewall)oversteeringcolumn.Continue

routingharnessovertoandbehindcenter

console.ExtendwireoutR.H.hole.RHSIDEFIREWALL

2.4UsetemplateNo.3686tolocateand

drill1-3/8'dia.holesonR.M.fire

wallasillustrated.Installcater

pillargrommetinslot.CAUTION:CHECK

FORBRAKELINESORELECTRICALWIRING

BEFOREDRILLING.Cleanmetalshavings

fromfirewall.

2.9(A)Routewiresfromon/offswitch

throughL.M.holeoncenter

consoleandoutR.M.backside

ofconsole.

(B)Routefusewirestraightback

andoutL.M.backsideofcon

sole.

(C)Routecrossoverwireoverto

andoutofR.H.hole.

2.11(A)Routecapillarytubethrough

R.H.holeandstraightbackout

behindtheR.M.sideofconsole.

(B)Connectcrossoverandclutchwire

tothermostatswitch.Seewiring

diagram.

2.5Reinstallstyrofoamblock.Fold

carpetoverblockandcutcarpetalong

firewallasillustrated.

2.12Positionthermostatswitchinhole.

JOTE:TERMINALSONSWITCHMUSTPOINTDOWN.

6"

7 8
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8A11/2Ph.Hd.S.M.S.
2.21RemoveanddiscardR.H.distribution

box.(Locatedbetweenheaterboxandcenter

louveroutlet).

(D
2.13Insertswitchshaftsthroughholes

incontrolpanelbracket.Positionholes

inbracketover1/8''dia.holesincon

sole;securebracketusingtwo8Ax1/2

ph.hd.sheetmetalscrews.

CONTROL

PANEL

BRKT.

2.22Connectairducthosefromevaporator

casetonewdistributionboxfurnishedin

kitwithtwo8Ax1/2ph.hd.s.m.screws.

IMPORTANT:WHENATTACHINGHOSEPOSITION

DIST.BOXASILLUSTRATED.

-8A1/2

SMS

(2-REQ)

R.MADAPTOR

CONTROLPANEL

0
AIR

KNOB
2.14Placeplasticcontrolpanelin

positionandsecurewithtwo7/16jamnuts.

Install"AIR"and"TEMPIknobs.

2.23installR.H.distributionboxinto

placebetweenheaterboxandcenterlou

veroutlet.NOTE:MAKESUREOBLONGOUT

LETOFDISTRIBUTIDidBOXMATESWITHHOLE

InDUCTLEADINGTOCENTERLOUVER.

2.24sliptheoriginalR.H.airducthose
ontothedistributionbox.

2.25Re-installparceltraywithoriginal
hardware.Raiseuponfrontofevaporatorcaseandsecurethroughthe3/16"holeintheparceltraywithone8Ax1/2"Ph.Hd.

S.M.Screw.

2.26Reinstallgloveboxwithoriginal

hardware.
NOTE:RECONNECTGLOVEBOXLIGHT.

TEMP

KNOB

7/16JAMNUT

(2-REQ.)

2.15Placeevaporatorcaseonfloorboard

androuteliquidhoseoutthroughslotin
firewall.

8A11/2S.M.S.

INSERTPROBE

5INCHES

2.27sliptransmissioncrossoverduct
underheaterbox(driver'sside)andonto

evaporatorcaseoutlet.Securetocase

withoneBAx1/2Ph.Hd.S.M.Screw.

力
2.16Connectharnesstoremoteresistor

andevap.motor.(Seewiringdiagramfor

properterminallocation).

CROSSOVER

DUCT

EVAPORATOR

CASE

2.17Insertcapillarytubeapprox.5"
downthroughholeintopofcase.CAUT10:14:

DONOTCRIMPCAPILLARYTUBE.

2.28RemoveoriginalL.H.distributionbox.

(Locatedbetweenheaterandcenterlouver

outlet).

2.29InstallnewL.H.distributionbox.

RerouteL.M.airducthoseundersteering
bolumnbeforeconnectingtodistribution

box.NOTE:MAKESUREOBLONGOUTLETOFDIS
TRIBUTIOHBOXMATESWITHHOLEINDUCTLEAD

INGTOCENTERLOUVER

2.18Raiseevaporatorcaseupintoposi

tionwithbackofcaserestingoninsulation

block.NOTE:CASESHOULDREMAININTHIS

POSITIONWHILECOMPLETINGREMAINDEROFIN

STALLATION.

NEWDIST.

BOXHOSE

BARVOS.MS

(2-RE) CROSSOVER

DUCT

2.30Securedistributionboxhoseto

crossoverductwithtwoBA*1/2ph,nd.

s.m.screws.

2,19Installdrainhose.

2.20Groundevaporatormotortokickpanel

bracketusingtheoriginalscrew.

9
10

3. ELECTRICAL

7
9
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3.ELECTRICAL

TAPINTOBROWNWIREFROM

RADIATORFANTHERMOSTAT

IH TAPINTOBLUEW/BROWNSTRIPEDWIRE

FRONRADIATORFANTHERMOSTAT

3.1Securefuseholderass'y.toswing

pedalbracketusingtwo8F*1/2s.m.screws

asillustrated.
511

RELAY SHORTFUSE

WIRE

LONGFUSE

WIRE

3.2 Connectfusewireextendingfrombe

hindL.H.sideofconsoletofuseass'y.

asshown.

C
MAGNETIC

CLUTCH

30-3.7AMPS

TOFUSEBLOCK

RESISTOR

3.4Route(F)shortfusewireonfuse

holderalongwithexistingwireharness

oversteeringcolumnandconnecttoter

minal#7onfuseblock.NOTE:BESUREWIRE

DOESNOTRUBAGAINSTSTEERINGCOLUMN

LHM

8Fx1/2S.M.S

3.3Removefuseblockandallowtohang.

FUSE

30.AMPS

EVAPORATORFANMOTOR

LOW
5.0-6.0AMPS

MEDIUM6.5-7.5AMPS

HIGH
10.5-11.5AMFS

3.5Resecurefuseblockinoriginalposi

tion.

M

CAPILLARYTUBE

THERMOSTAT

0

ON-OFFSWITCH

11
12

5
6
5
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4.REFRIGERATIONLINES.

R.N.SHOCK

TOWERFRONT

4.1 Removewindshieldwasherbottleand

layaside(LocatednearfrontR.M.sideof

vehicle).

RECIEVERFILTER

OUTLET

PORT

SECURE ABOVETHEFRAME

BI

N
Y
L
O
N

S
T
R
A
P

,

L
D
I
S
C
H
A
R
G
E

H
O
S
E

LIQUIDHOSE

RECIEVER

FILTER

C
O
M
P
R
E
S
S
O
R

R
E
C
E
I
V
E
R

F
I
L
T
E
R

C
O
N
D
E
N
S
E
R

C
O
I
L

R
U
B
B
E
R

G
R
O
M
M
E
T

16CLAMP&

BF1/2SMS

LT
4.2Locateandsecurereceiverfilteron

R.H.sideinnerfenderpanel(nearshock

tower),l"aboveframe,withtwoeachre

ceiverfilterstrapsand8Fx1/2"sheet

metalscrewsasillustrated.NOTE:INLET

PORTMUSTFACEFRONTOFVEHICLE.

-OF11/2MA.NOSMS

(2-REQ.)
S
U
C
T
I
O
N

H
O
S
E

L.H.SHOCKTOWO

4.3Routeliquidhosefromevaporatorcoil

aroundR.M.shocktowerasshownandconnect

tooutletportofreceiverfilter.NOTE:

REMOVERUBBERPLUGORPLASTICCAPBEFORE

SECURINGHOSE.

E
X
P
A
N
S
I
O
N

V
A
L
V
E

4.4Connectliquidhoseroutedthrough

thefenderwellsupportpaneltoinletport

ofreceiverfilter.NOTE:REMOVERUBBER

PLUGORPLASTICCAPBEFORESECURINGHOSE.

4.5Connectdischargehosetocompressor.

(DISCHARGEPORTLOCATEDONR.H.SIDEOF

COMPRESSORNEARENGINE).NOTE:REMOVE

PLASTICCAPORRUBBERPLUGBEFORESECURING

HOSE.SUCTIONHOSE

N
Y
L
O
N

S
T
R
A
P

1
6
H
O
S
E

C
L
A
M
P

(
T
W
O
R
E
Q

.
)

1.6Connectsuctionhosetoevaporatorcoil

androutehosebehindenginealongfirewall

anddownbehindheatriserandEGRtube.

E
V
A
P
O
R
A
T
O
R

C
O
I
L

L
I
Q
U
I
D

H
O
S
E

L
I
Q
U
I
D

H
O
S
E

4.7Connectsuctionhosetocompressor.

Securesuctionhosetofirewallasshown

andtoL.M.framewithtwo#16clampsand

8Fx1/2S.M.Screws.NOTE:REMOVERUBBER

PLUGORPLASTICCAPBEFORESECURINGHOSE.

4.8Sealholearoundheadersofevaporator

coilwithpresstite.Re-installwindshield

washerbottleintoposition,

4.9Reconnectbattery.
13

5
6
6



7
6
5
6
0
2
2

(1
3
)

5.EVACUATEANDCHARGE. -6.INSPECT
6.INSPECTANDTEST.

6.3Checkradiatorfanmotorforproper

operationwhena/cclutchisengaged.
5.1 Maintainvacuumfor10-20minutes

6.4 utfixairconditionedbyDPD''decal

turearwindowwherestatelaspermits.

6.5Chechetorproperdidinageirustevap•

oratorcase.

5.3 Leaktest.

CORRECTCHARGE

Use1-3/4poundsofR-12.

Twocansistoomuch.

6.1RenovemetalshavingsfromDa,senger

compartient.

CHARGINGHOSES

Charginghosesmustfit

Schradervalves.Tips

with90
fittingsare

quicklyinstalled. 6.2Checevaporatorfanmotorforquiet

operationateachspeed.

5.2BrakevacuumwithchargeofR-12,

Holdpressureatapproxine!ely50PSI.

toboil5.4Re-evacuateto30"vacuui

offmoisture.

6.6Roadtestvehiclewithaircondi.

tionerinoperation.

5.5PurgeairfromhoseswichR-12.

Chargewith1-3/4poundsofR-12or

unlilsightglassclears.
6.7Recheckcompressorbelttensionfor

90-95poundsgauge. NOTE:RUNA/CFOR

APPROX.15MIN.BEFOREPECHECKINGBELT

TENSION.DONOTREADJUSTBELTUNLESS

TENSIONFALLSBELOW70LBS.

6.8Applypreseitetapearoundholesand

hosespassingthroughfirewall,inorder

tosealoutairnoiseandheat.

DONOTINVERT

FREONCONTAINER

Ifsystemischargedwichenginerun

ning,refrigerantmustbeintroduced

throughSUCTIONporttoavoidexplos:

ionofrefrigerantcan. Donotshake

orinvertrefrigerantcontainer.This

maycauseliquidrefrigeranttoenter

compressoranddamagereedplate,

15 16
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dpd mfg. co., inc .
R

Box 18327 Serna Sta . San Antonio , Texas 78286

512/661-4201

November 23 , 1976

Mr. James Murray

Office of Defects Investigation

National Highway Traffic Safety Administration

Department of Transportation

Washington , D. C. 20590

Dear Mr. Murray :

RE : Defect information report in accordance with Part 573 - Defect Reports

of October 1 , 1971 .

1 . DPD Mfg . Co. , Inc.

2 . 1976 Porsche 924 ( California car only ) equipped with DPD air conditioners

serial numbers 925-01001 through 925-01205 , except 925-01164 and 925-01165

which are in stock DPD Mfg . Co. , Inc.

3 . Number of vehicles potentially affected - 203 .

4 . All Porsche 924 ( Calif . ) cars with air conditioner installed . This will

be less than 203 since some of the units are in stock at dealers and distri

butors . Estimated 180 .
-

5 . See enclosed Porsche 924 accessory page AD - 158 sketch side . Note compressor

location . Failure of compressor installation bolt may result in compressor

falling down onto rack and penion steering of the car .

See installation instructions Porsche 924 , OM- 435 dated 8/5/76 . The bolt

in question is the 3/ 8-16 X 5 " hx.hd. c.s. If this bolt breaks and the parts

thereof back out , the compressor is held to the bracket by cap screws shown

in the sketch of paragraphs 1.11 and 1.12 . This may cause V-belt to part

and the compressor to pivot down on the rack and pinion steering system of

the car .

6 . Chronology

( a ) October 26 , 1976

Telcon from Mr. Mike Goodwin , Q.C. Analyst for Volkswagen of America ,

Culver City , California stating that if the compressor bolt fails the

compressor then falls onto the rack and pinion steering mechanism

which causes a loss of control of the car .

556



766 0226

Page 2

Mr. James Murray

Nov. 23 , 1976

(b ) Oct. 28 , 1976

Compressor bolt hardness redesignated from 5 to 8 .

( c ) Nov. 3 , 1976

Decision to recall . See attached DPD Service Bulletin No. 2-76 .

( d ) Nov. 8 , 1976

Telcon to VOA - Englewood Cliffs and Department of Transportation re

questing assistance and guidance in conducting recall . Mr. James

Murray , Defect Investigation Department , recommended that Distributors

be responsible for providing names and addresses of car owners , where

as DPD would be responsible for mailing recall letters and keeping

appropriate records . See telex to distributors dated 9 November .

(e ) Comprcssor to be removed from car for purposes of safety . Compressor

bracket system to be replaced with a fail-safe system . See letter to

owners .

Sincerely ,

DPD MFG . CO . , INC .

ad Aants
0. D. Hunter

International Sales Administrator

ODH : dw

Encls : 3 ea . Porsche 924 Accessory Page AD - 158

3 ea . Installation Instructions OM-435

3 ea . DPD Service Bulletin No. 2-76

3 ea . Letter to Owners

3 ea . Telex to Distributors

557
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COM

dpd mfg. co .. inc . d

Bax 18327 Serna Sta. San Antonio ,Texas 7286

612 /661-4201

BCI 8

91166

DPD PORSCHE SERVICE BULLETIN NO . 2-76

November 3 , 1976

ATTN : Distributor Service Managers

Distributor Parts Managers

SUBJECT : Recall of air conditioners for Porsche 924 (California car

only ) Part No. 2PW 805 925 .

APPLICATION : This recall is effective immediately for evaporator serial

numbers 925-01001 through 925-01205 except 925-01164 and

925-01165 .

fo

១ ។

INFORMATION & INSTRUCTIONS :

Possible failure of compressor mounting bolts could result

in jamming automobile steering .

to

den

UNITS IN STOCK : Do not install pending field fix . Ibe

CO

UNITS IN CAR : SoonRecall as as possible and remove compressor pending

field fix . Plug and secure hoses to vehicle to prevent

damage to air conditioner components . Plug and store com

pressor .

Plea :

tion

done

Expect parts for change -out and field fix by December 1 . Please recall all

cars via registered letter to dealers and automobile owners .

Your

pal

shoul

appot

il L. Hunter
O. D. Hunter

International Sales administrator

quire

require

he
ret

Slacet
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dod mfg. co ., Inc.
Box 18327 Serna Sta San Antonio , Texas 78286

512/661-4201

SAMPLE LETTER TO CUSTOMER

This is to announce the recall of your Porsche 924 , Chassis #

for the purpose of replacement of the DPD compressor bracket system.

This is required because failure of the compressor mounting bolt could result

in the compressor coming loose and restricting the steering of the car - even

to the point of all control being lost . This could lead to an automobile acci

dent .

The new bracket system will prevent this from happening even if the compressor

comes loose .

Please call your authorized Porsche - Audi dealer and/or air conditioner installa

tion center for an appointment to have the compressor removed . This should be

done as soon as possible for the reasons outlined above .

Your dealer may not have the required replacement parts when this is done . Our

goal is to ship parts automatically to dealers as early as 20 November which

should result in availability not later than 10 December . Accordingly , another

appointment may be necessary .

This recall will be accomplished at no charge to you .
If the dealer should re

quire payment , let us know and also inform The Administrator , National Highway

Traffic Safety Administration , Washington , D.C. 20590 .

Please submit this letter to your dealer as evidence that the modification 18

required .

We regret the inconvenience , but safety comes first for you and for us .

Sincerely ,

DPD MFG . CO . , INC .

8. . Hunter
0. D. Hunter

International Sales Administrator
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