
Vehicle Type: 911 Carrera (996) / 911 Carrera 4 (996)

Model Year: As of 1999 (X)

Concern: Check Engine light (MIL) on.

Information: The Check Engine warning light may illuminate if the oil filler cap is loose, or is not properly seated. To
ensure proper engine management system operation, the oil filler cap must always be properly seated
and fully engaged onto the oil filler neck. If the oil filler cap is not fully engaged, or is tilted, (not
engaged on both sides) the filler cap o-ring will not provide a complete seal, and the following DME
fault codes may result: 

Motronics software version 5.2:  P1124, P1126, P1127, P1128.  
Motronics software version 7.2:  P1125, P1132, P1127, P1134 
(Erase the fault memory when the work is complete).

Note: Whenever reinstalling the oil filler cap, (such as when topping up engine oil) always check con-
dition of the oil cap seal, and ensure that the oil filler cap is properly seated and is fully tightened.

Literature: OBD II Manual, 911 Carrera (996)
OBD II Manual, DME ME 7.2
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Porsche, the Porsche marque, Carrera, Boxster, Tiptronic, VarioCam, VarioRam, Tequipment and PCM are registered trademarks. The 911 and the distinctive shapes of the Porsche automobiles are trademarks
of Dr. Ing. h.c.F. Porsche AG.

Service Manager Shop Foreman Service Technician

Asst. Manager Warranty Admin. Service Technician

Dealership
Distribution
Routing

Important Notice: Porsche Cars N.A Technical Bulletins are intended for use by professional technicians, not a “Do-it-yourselfer.” They are written to inform these technicians of conditions that may occur
on some vehicles, or to provide information that could assist in the proper service of a vehicle. Special tools may be required to perform certain operations identified in these bulletins. Use of tools and proce-
dures other than those recommended in these bulletins may be detrimental to the safe operation of your vehicle. Properly trained technicians have the equipment, tools, safety instructions and know-how to do
a job properly and safely. If a condition is described, do not assume that the bulletin applies to your vehicle, or that your vehicle will have that condition. See your Porsche Dealer for information on whether your
vehicle may benefit from the information. Part numbers listed in these bulletins are for reference only. Always check with your authorized Porsche dealer to verify correct part numbers. 
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